
For the most current information on Dotul machinery please visit www.dotul.com • 1-877-474-5521 • Watch a video on

Length - 7’5”
Width - 2’
Height - 3’
Rubber glue roller - 6” x 12”
Glue reservoir - Stainless steel 

Voltage - 110V/220 1 ph, 
220/440 3 ph 
(customer must specify)
NW weight - 175 lbs.
GW weight - 200 lbs.

Length - 11’
Width - 2’6”
Height - 2’8”
Rubber glue roller - 6” x 12”
Glue reservoir - Stainless steel

Voltage - 110V/220 1 ph, 
220/440 3 ph
(customer must specify) 
NW weight - 400 lbs.
GW weight - 500 lbs.

SPECIFICATIONS

SPECIFICATIONS

Roller Glue Spreader AT-200
Features and Benefits
• 6” x 12” serrated roller
• Stainless steel glue reservoir
• Easily removable glue reservoir
• Easy access control switch

Features and Benefits
• 4’ infeed, 6’ outfeed conveyorized glue spreader for easy gluing applicator set-up
• Grooved rubber roller for water-based woodworking glue application
• Removable stainless steel conveyor belt, glue pan, doctor blade and glue roll assembly for quicker and

easier clean-up
• Using the adjustable stainless steel roller blade will meter the proper amount of adhesive being applied

to the material
• The glue applicator and conveyor are driven by industrial ½ hp totally enclosed motor
• All components are made of high-quality materials, using heavy-duty sheet metal frame for durability
• Other sizes available

,

Manufacturer reserves the 
right to make changes 
and improvements on 
machinery as necessary.

Chain Conveyor Glue Spreader AT-300



Global Sales Group, LLC
P.O. Box 1835 Chico, CA 95927
Toll Free (USA & Canada): 877-474-5521
Office: 530-893-2444
Fax: 530-893-2244
info@globalsalesgroupllc.com
www.globalsalesgroupllc.com

Akhurst Machinery
1669 Foster's Way

Delta, BC V3M 6S7
Tel: (604) 540-1430

Toll Free: 1-888-265-4826
Fax: (604) 540-1780

Email: van@akhurst.com
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Please visit our YouTube channel for more information 
on our products: Global Sales Group LLC


