
TS-0010   10” Contractor Table Saw Machine  
TS-0012   12” Contractor Table Saw Machine

Features:
• Commercial design use for wood, plastic, building material and aluminum.
• Precision ground cast iron table with extension cast iron wings on both sides.
• Front guide rail with 0” ~ 25” travel cast aluminum fence and positive level lock.
• Sealed long-life ball bearing.
• Heavy sheet metal open stand.
• Standard with miter gauge, saw, dado insert, anti-kickback fingers and blade guard.
• Full power motor.

SPECIFICATIONS TS-0010 TS-0012 HTS-0012
Saw Diameter 10" 12" 10" ~ 12"
Arbor Diameter 5/8" 5/8" 5/8"
Max. Depth of Cut 3-1/8" 4-1/8" 4-1/8"
45° Max. Depth of Cut 2-1/8" 3-1/8" 3-1/8"
Max. Width of Dado 13/16" ½" 13/16"
Table Height 37" 38" 34"
Table Size 27" D x 20¼" W 27" D x 20¼" W 27" D x 20¼" W
Table Size (Extension) 27" D x 40¼" W 27" D x 40¼" W 27" D x 37" W
Arbor Speed 3450 RPM 3450 RPM 3450 RPM
Motor 1½ HP, 1 PH 2 HP, 1 PH 3 HP, 1 PH

 110/230V 1PH (Pre-wired 110 V) (Pre-wired 110 V) (Pre-wired 230 V)
Dimensions (D x W x H) 40" x 50" x 42" 40" x 50" x 43" 42" x 53" x 40"
N.W. 245 LBS 250 LBS 330 LBS
G.W. 255 LBS 260 LBS 450 LBS

(Training and installation, tooling & rigging are optional)
(Customer is responsible for local regulations and connecting utilities) 

Authorized Dealer:
Global Sales Group, LLC

P.O. Box 1835 * Chico, CA 95927
Toll Free:  877-474-5521

Office:  530-893-2444
www.globalsalesgroupllc.com




