
LD-1440E
Precision Geared Head Lathe

T: 1.888.265.4336		 Youtube	 // @AkhurstMetal	 www.akhurst.com
F: 780.435.3936		 Twitter 	 // @AkhurstMetal	 sales@akhurst.com

FEATURES
• Ground headstock gears
• D1-4 Camlock spindle
• Hardened and ground bed ways
• Safety interlocks to prevent simultaneous

engagements of feeds and threads
• Third shaft forward/reverse spindle control

at apron
• Precision taper roller bearing for spindle
• Wide range of options and accessories

Swing over bed 14”
Swing over cross slide 8-3/4”
Swing in gap 20-3/4”
Distance between centres 40”
Bed width 7-9/16”
Spindle bore 1 ½”
Spindle nose D1-4 Camlock
Number of Spindle speeds 9
Speed range 82-2000 RPM

Spindle drive motor
3HP - Voltage 208/3/60 CSA
or
2HP - Voltage 230/1/60 CSA

Coolant pump motor 1/8 HP
Tailstock quill taper MT3
Tailstock quill travel 4”
Machine weight 1,364 lbs
Shipping weight 1,584 lbs
Shipping dimensions 73” x 30” x 58”

SPECIFICATIONSSTANDARD EQuip.
• 3-jaw scroll chuck 6”
• 4-jaw independent chuck 8”
• Foot operated brake
• 4-way tool post
• Centre sleeves, MT5xMT3 and centers
• Set of change gears
• Steady rest
• Follow rest
• Rear splash guard
• Coolant system
• Tool box kit
• Left hand apron wheel

Authorized Dealer:
Global Sales Group, LLC

P.O. Box 1835 * Chico, CA 95927
Toll Free: 877-474-5521

Office: 530-893-2444
www.globalsalesgroupllc.com


