
Castaly Heavy Duty Beam Saw TS-P330D/ 380D 
 
 

Specifications TS-P330D TS-P380D 

Capacity 

Max. Cutting Length 126" (3200 mm) 150" (3800 mm) 

Max. Cutting Width 126" (3200 mm) 

Max. Cutting Height 0~4",Optional:5" (0-100 (Optional:120 mm)) 

Main Sawblade 

Diameter Ø16" (Ø18") (Ø405mm (Ø455 mm)) 

Arbor Diameter Ø2" (Ø60 mm) 

Speed 3910 RPM 

Scoring Sawblade 

Diameter Ø7" (Ø180 mm) 

Arbor Diameter Ø2" (Ø45 mm) 

Speed 5100 RPM 

Saw Carriage 
Forward Speed 5 ~ 100 M/ min 

Return Speed 120 M/ min 

Motor 

Main Sawblade Motor 20 HP (Optional:25 HP) 

Scoring Sawblade Motor 3 HP 

Saw Carriage Drive Motor 1 KW 

Floating Table Motor 3 HP 

Automatic Feed Motor 2 KW (AC Servo Motor) 

Other 

Pusher Feed Speed 5 ~ 80 M/ min 

Working Air Pressure 7 kg/cm² 

Table Height from Floor 37" (950 mm) 
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